
line ref text question actions notes

line0001 A1 A.1 Development is not permitted by Class A if—

line0002 A1(a)

as a result of the works, the total area of ground
covered by buildings within the curtilage of the
dwellinghouse (other than the original dwellinghouse)
would exceed 50% of the total area of the curtilage
(excluding the ground area of the original
dwellinghouse);

Will your extension cover more than 
50% of the garden ?

No - next
Yes - apply

line0003 A1(b)

the height of the part of the dwellinghouse enlarged,
improved or altered would exceed the height of the
highest part of the roof of the existing dwellinghouse;

Will any part of the extension extend 
beyond the top of the existing roof ? No - next

Yes - apply

line0004 A1©

the height of the eaves of the part of the
dwellinghouse enlarged, improved or altered would
exceed the height of the eaves of the existing
dwellinghouse;

line0005 A1(d)(i)
the enlarged part of the dwellinghouse would extend
beyond a wall which— fronts a highway, and

X

line0006 A1(d)(ii)

the enlarged part of the dwellinghouse would extend
beyond a wall which— forms either the principal
elevation or a side elevation of the original
dwellinghouse;

Is the extension at the rear of the 
property? (invisible from the road)

line0007 A1(e)(i)

the enlarged part of the dwellinghouse would have a
single storey and— extend beyond the rear wall of
the original dwellinghouse by more than 4 metres in
the case of a detached dwellinghouse, or 3 metres in
the case of any other dwellinghouse, or

Is it a single storey extension ?
Does it extend more than 3m ?

line0008 A1(e)(ii)
the enlarged part of the dwellinghouse would have a
single storey and— exceed 4 metres in height;

line0009 A1(f)(i)

the enlarged part of the dwellinghouse would have
more than one storey and—extend beyond the rear
wall of the original dwellinghouse by more than 3
metres, or

line0010 A1(f)(ii)

the enlarged part of the dwellinghouse would have
more than one storey and— be within 7 metres of any
boundary of the curtilage opposite the rear wall of the
dwellinghouse;

line0011 A1(g)

the enlarged part of the dwellinghouse would be
within 2 metres of the boundary of the curtilage of the
dwellinghouse, and the height of the eaves of the
enlarged part would exceed 3 metres; 

line0012 A1(h)(i)

the enlarged part of the dwellinghouse would extend
beyond a wall forming a side elevation of the original
dwellinghouse, and would— exceed 4 metres in
height,

line0013 A1(h)(ii)

the enlarged part of the dwellinghouse would extend
beyond a wall forming a side elevation of the original
dwellinghouse, and would— have more than one
storey, or

line0014 A1(h)(iii)

the enlarged part of the dwellinghouse would extend
beyond a wall forming a side elevation of the original
dwellinghouse, and would— have a width greater
than half the width of the original dwellinghouse; 

line0015 A1(i)
it would consist of or include the construction or
provision of a veranda, balcony or raised platform;

line0016 A1(j)
it would consist of or include the installation,
alteration or replacement of a microwave antenna;

line0017 A1(k)

it would consist of or include the installation,
alteration or replacement of a chimney, flue or soil
and vent pipe; or



line0018 A1(l)
it would consist of or include an alteration to any part
of the roof of the dwellinghouse.

line0019
A.2 In the case of a dwellinghouse on article 1(5)
land, development is not permitted by Class A if—

line0020 A2(a)

it would consist of or include the cladding of any part
of the exterior of the dwellinghouse with stone,
artificial stone, pebble dash, render, timber, plastic or
tiles;

line0021 A2(b)

the enlarged part of the dwellinghouse would extend
beyond a wall forming a side elevation of the original
dwellinghouse; or

line0022 A2©

the enlarged part of the dwellinghouse would have
more than one storey and extend beyond the rear
wall of the original dwellinghouse.

line0023
A.3 Development is permitted by Class A subject to
the following conditions—

line0024 A3(a)

the materials used in any exterior work (other than
materials used in the construction of a conservatory)
shall be of a similar appearance to those used in the
construction of the exterior of the existing
dwellinghouse;

line0025 A3(b)(i)

any upper-floor window located in a wall or roof slope
forming a side elevation of the dwellinghouse shall
be— obscure-glazed, and 

line0026 A3(b)(ii)

any upper-floor window located in a wall or roof slope
forming a side elevation of the dwellinghouse shall
be— non-opening unless the parts of the window
which can be opened are more than 1.7 metres
above the floor of the room in which the window is
installed; and

line0027 A3©

where the enlarged part of the dwellinghouse has
more than one storey, the roof pitch of the enlarged
part shall, so far as practicable, be the same as the
roof pitch of the original dwellinghouse.

line0028
B. The enlargement of a dwellinghouse consisting of
an addition or alteration to its roof.

line0029 B.1 Development is not permitted by Class B if—

line0030 B1(a)

any part of the dwellinghouse would, as a result of
the works, exceed the height of the highest part of the
existing roof;

line0031 B1(b)

any part of the dwellinghouse would, as a result of
the works, extend beyond the plane of any existing
roof slope which forms the principal elevation of the
dwellinghouse and fronts a highway;

line0032 B1©(i)

the cubic content of the resulting roof space would
exceed the cubic content of the original roof space by
more than— 40 cubic metres in the case of a terrace
house, or 

line0033 B1©(ii)

the cubic content of the resulting roof space would
exceed the cubic content of the original roof space by
more than— 50 cubic metres in any other case;

line0034 B1(d)
it would consist of or include the construction or
provision of a veranda, balcony or raised platform; 

line0035 B1(e)

it would consist of or include the installation,
alteration or replacement of a chimney, flue or soil
and vent pipe; or

line0036 B1(f) the dwellinghouse is on article 1(5) land.
line0037 Conditions

line0038
B.2 Development is permitted by Class B subject to
the following conditions—



line0039 B2(a)

the materials used in any exterior work shall be of a
similar appearance to those used in the construction
of the exterior of the existing dwellinghouse;

line0040 B2(b)

other than in the case of a hip-to-gable enlargement,
the edge of the enlargement closest to the eaves of
the original roof shall, so far as practicable, be not
less than 20 centimetres from the eaves of the
original roof; and

line0041 B2©(i)

any window inserted on a wall or roof slope forming a
side elevation of the dwellinghouse shall be—
obscure-glazed, and

line0042 B2©(ii)

any window inserted on a wall or roof slope forming a
side elevation of the dwellinghouse shall be— non-
opening unless the parts of the window which can be
opened are more than 1.7 metres above the floor of
the room in which the window is installed.

line0043 Interpretation of Class B

line0044 B3

B.3 For the purposes of Class B “resulting roof
space” means the roof space as enlarged, taking into
account any enlargement to the original roof space,
whether permitted by this Class or not.

line0045 C. Any other alteration to the roof of a dwellinghouse.
line0046 Development not permitted

line0047 C.1 Development is not permitted by Class C if—

line0048 C1(a)

the alteration would protrude more than 150
millimetres beyond the plane of the slope of the
original roof when measured from the perpendicular
with the external surface of the original roof;

line0049 C1(b)
it would result in the highest part of the alteration
being higher than the highest part of the original roof;

line0050 C1©

it would consist of or include the installation,
alteration or replacement of a chimney, flue or soil
and vent pipe; or

line0051 C1(d)

it would consist of or include the installation,
alteration or replacement of solar photovoltaics or
solar thermal equipment.

line0052 Conditions

line0053

C.2 Development is permitted by Class C subject to
the condition that any window located on a roof slope
forming a side elevation of the dwellinghouse shall
be—

line0054 C2(a) obscure-glazed; and

line0055 C2(b)

non-opening unless the parts of the window which
can be opened are more than 1.7 metres above the
floor of the room in which the window is installed.

line0056
D. The erection or construction of a porch outside any 
external door of a dwellinghouse.

line0057 Development not permitted

line0058 D.1 Development is not permitted by Class D if—

line0059 D1(a)
the ground area (measured externally) of the
structure would exceed 3 square metres;

line0060 D1(b)
any part of the structure would be more than 3 metres
above ground level; or

line0061 D1©

any part of the structure would be within 2 metres of
any boundary of the curtilage of the dwellinghouse
with a highway.



line0062

E. The provision within the curtilage of the
dwellinghouse of—
any building or enclosure, swimming or other pool
required for a purpose incidental to the enjoyment of
the dwellinghouse as such, or the maintenance,
improvement or other alteration of such a building or
enclosure; or
a container used for domestic heating purposes for
the storage of oil or liquid petroleum gas.

line0063 E.1 Development is not permitted by Class E if—

line0064 E1(a)

the total area of ground covered by buildings,
enclosures and containers within the curtilage (other
than the original dwellinghouse) would exceed 50%
of the total area of the curtilage (excluding the ground
area of the original dwellinghouse);

line0065 E1(b)

any part of the building, enclosure, pool or container
would be situated on land forward of a wall forming
the principal elevation of the original dwellinghouse;

line0066 E1© the building would have more than one storey;

line0067 E1(d)(i)

the height of the building, enclosure or container
would exceed— 4 metres in the case of a building
with a dual-pitched roof,

line0068 E1(d)(ii)

the height of the building, enclosure or container
would exceed— 2.5 metres in the case of a building,
enclosure or container within 2 metres of the
boundary of the curtilage of the dwellinghouse, or

line0069 E1(d)(iii)
the height of the building, enclosure or container
would exceed— 3 metres in any other case;

line0070 E1(e)
the height of the eaves of the building would exceed
2.5 metres;

line0071 E1(f)
the building, enclosure, pool or container would be
situated within the curtilage of a listed building;

line0072 E1(g)
it would include the construction or provision of a
veranda, balcony or raised platform;

line0073 E1(h) it relates to a dwelling or a microwave antenna; or

line0074 E1(i)
the capacity of the container would exceed 3,500
litres.

line0075
E.2 In the case of any land within the curtilage of the
dwellinghouse which is within—

line0076 E2(a) a World Heritage Site, 
line0077 E2(b) a National Park,
line0078 E2© an area of outstanding natural beauty, or
line0079 E2(d) the Broads,

line0080

development is not permitted by Class E if the total
area of ground covered by buildings, enclosures and
pools situated more than 20 metres from any wall of
the dwellinghouse would exceed 10 square metres.

line0081 E3

E.3 In the case of any land within the curtilage of the
dwellinghouse which is article 1(5) land, development
is not permitted by Class E if any part of the building
would be situated on land between a wall forming a
side elevation of the dwellinghouse and the boundary
of the curtilage of the dwellinghouse.

line0082 Interpretation of Class E

line0083 E4

E.4 For the purposes of Class E, “purpose incidental
to the enjoyment of the dwellinghouse as such”
includes the keeping of poultry, bees, pet animals,
birds or other livestock for the domestic needs or
personal enjoyment of the occupants of the
dwellinghouse.



line0085

F. Development consisting of—
the provision within the curtilage of a dwellinghouse
of a hard surface for any purpose incidental to the
enjoyment of the dwellinghouse as such; or
the replacement in whole or in part of such a surface.

line0086 Conditions

line0087

F.1 Development is permitted by Class F subject to
the condition that where the hard surface is situated
on land between a wall forming the principal elevation 
of the dwellinghouse and a highway, and the area of
ground covered by the hard surface exceeds 5
square metres, either—

line0088 F1(a)
the hard surface shall be constructed of porous
materials, or

line0089 F1(b)

the development shall include provision to direct run-
off water from the hard surface to a permeable or
porous area or surface within the curtilage of the
dwellinghouse.

line0090

G. The installation, alteration or replacement of a
chimney, flue or soil and vent pipe on a
dwellinghouse.

line0091 Development not permitted

line0092 G.1 Development is not permitted by Class G if—

line0093 G1(a)

the height of the chimney, flue or soil and vent pipe
would exceed the highest part of the roof by one
metre or more; or

line0094 G1(b)(i)

in the case of a dwellinghouse on article 1(5) land,
the chimney, flue or soil and vent pipe would be
installed on a wall or roof slope which— fronts a
highway, and

line0095 G1(b)(ii)

in the case of a dwellinghouse on article 1(5) land,
the chimney, flue or soil and vent pipe would be
installed on a wall or roof slope which— forms either
the principal or a side elevation of the dwellinghouse.

line0097

H. The installation, alteration or replacement of a
microwave antenna on a dwellinghouse or within the
curtilage of a dwellinghouse.

line0098 Development not permitted

line0099 H.1 Development is not permitted by Class H if—

line0100 H1(a)(i)
it would result in the presence on the dwellinghouse
or within its curtilage of—more than two antennas;

line0101 H1(a)(ii)

it would result in the presence on the dwellinghouse
or within its curtilage of— a single antenna exceeding
100 centimetres in length;

line0102 H1(a)(iii)

it would result in the presence on the dwellinghouse
or within its curtilage of— two antennas which do not
meet the relevant size criteria;

line0103 H1(a)(iv)

it would result in the presence on the dwellinghouse
or within its curtilage of—an antenna installed on a
chimney, where the length of the antenna would
exceed 60 centimetres;

line0104 H1(a)(v)

it would result in the presence on the dwellinghouse
or within its curtilage of— an antenna installed on a
chimney, where the antenna would protrude above
the chimney; or

line0105 H1(a)(vi)

it would result in the presence on the dwellinghouse
or within its curtilage of— an antenna with a cubic
capacity in excess of 35 litres;



line0106 H1(b)

in the case of an antenna to be installed on a roof
without a chimney, the highest part of the antenna
would be higher than the highest part of the roof;

line0107 H1©

in the case of an antenna to be installed on a roof
with a chimney, the highest part of the antenna would
be higher than the highest part of the chimney, or 60
centimetres measured from the highest part of the
ridge tiles of the roof, whichever is the lower; and

line0108 H1(d)(i)

in the case of article 1(5) land, it would consist of the
installation of an antenna— on a chimney, wall or
roof slope which faces onto, and is visible from, a
highway;

line0109 H1(d)(ii)

in the case of article 1(5) land, it would consist of the
installation of an antenna— in the Broads, on a
chimney, wall or roof slope which faces onto, and is
visible from, a waterway; or

line0110 H1(d)(iii)

in the case of article 1(5) land, it would consist of the
installation of an antenna— on a building which
exceeds 15 metres in height.

line0111 Conditions

line0112
H.2 Development is permitted by Class H subject to
the following conditions—

line0113 H2(a)

an antenna installed on a building shall, so far as
practicable, be sited so as to minimise its effect on
the external appearance of the building; and

line0114 H2(b)

an antenna no longer needed for reception or
transmission purposes shall be removed as soon as
reasonably practicable.

line0115
H.3 The relevant size criteria for the purposes of
paragraph H.1(a)(iii) are that:

line0116 H3(a)
only one of the antennas may exceed 60 centimetres
in length; and

line0117 H3(b)
any antenna which exceeds 60 centimetres in length
must not exceed 100 centimetres in length.

line0118 H4

H.4 The length of the antenna is to be measured in
any linear direction, and shall exclude any projecting
feed element, reinforcing rim, mounting or brackets.

line0119 Interpretation of Part 1
line0120 I. For the purposes of Part 1—

line0121 I
“raised” in relation to a platform means a platform
with a height greater than 300 millimetres;

line0122 I

“rear wall” means the external wall of the
dwellinghouse facing directly away from the wall
forming the principal elevation; and

line0123 I

“terrace house” means a dwellinghouse situated in a
row of three or more dwellinghouses used or
designed for use as single dwellings, where—

line0124 I

“terrace house” means a dwellinghouse situated in a
row of three or more dwellinghouses used or
designed for use as single dwellings, where—it
shares a party wall with, or has a main wall adjoining
the main wall of, the dwellinghouse on either side; or

line0125 I

“terrace house” means a dwellinghouse situated in a
row of three or more dwellinghouses used or
designed for use as single dwellings, where—if it is at
the end of a row, it shares a party wall with or has a
main wall adjoining the main wall of a dwellinghouse
which fulfils the requirements of sub-paragraph (a)
above.


